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ESSDPSSED @\ /@ TAXIWAY TYPICAL SECTION "A-A" LFGEND e PAVING QUANTITIES ™ : o
5% . @\\ 5% - @ 401~BITUMINOUS SURFACE COURSE (2" DEPTH) ITEM_NO. DESCRIPTION UNIT | QUANTITY :lf___G_E_N_L)
32 s i - R il (3) 603-TACK COAT (005 T0 0.15 GAL/SY.) AR152410 _ [UNCLASSIFIED EXCAVATION cY. | 48355 EXISTING PAVEMENT
{ i 3 1 : AR201610 | BITUMINOUS BASE COURSE ToN 704 PROPOSED PAVEMENT
. ! \ \ i EXSTNG (3 201-BITUMINOUS BASE COURSE (2-3" LIFTS) AR208540 | OVERSIZED AGGREGATE ToN 502 z
e [\ \ &, ORAE (@ 602-PRME COAT (0.35 GAL/SY.) ARP09510 | CRUSHED AGGREGATE BASE COURSE | TON | . 736 EXISTING PAVEMENT (TO BE REMOVED) [3
: : . AR401610 | BITUMINOUS_SURFACE COURSE TON 230 ‘ >
@f @J \@ 3 (®) 209-CRUSHED AGGREGATE BASE COURSE (6" DEPTH) AR602510 | BITUMINOUS PRIME COAT GAL. 725 o«
(6) 208-OVERSIZED AGGREGATE (8" DEPTH) \AR603510  [BITUMINOUS TACK COAT GAL 513
TAXIWAY. TYPICAL SECTION "A-A
(NOT TO SCALE) % @
X S a
401-BITUMINOUS SURFACE COURSE NOTES 603—-BITUMINOUS TACK COAT NOTES: —
THE BITUMINOUS SURFACE COURSE (401) SHALL BE PLACED N THE BITUMINOUS TACK COAT (603) SHALL BE PLACED IN ACCORDANCE x:
ACCORDANCE WITH ITEM AR401001 "BITUMINOUS SURFACE COURSE-METHOD WTH TEM ARG03 “BITUMINOUS TACK COAT" AS STATED ON PAGE 62 s
" AS STATED ON PAGE 245 OF THE SUPPLEMENTAL SPECIFICATIONS AND ggo%ﬁozgp%egpﬁ%% l;s&ac‘m%ggrxs AND RECURRING SPECIAL . B
RECURRNG SPECIAL PROVSINS, ADOPTED JULY 1, 2004, + 400 . 2004. TAGHAY Tt STA. 4400 = § <
THIS ITEM OF WORK SHALL CONSIST OF CONSTRUCTING ONE LIFT OF A THE PROPOSED BITUMINOUS TACK COAT SHALL BE PLACED ON THE San/ TAXIWAY "C” STA 102425 3;"‘-’; g "
BITUMINOUS SURFACE COURSE (2 IN. DEPTH) ON THE PROPOSED PROPOSED BITUMINOUS PAVEMENT PRIOR TO THE PLACEMENT OF THE , 2 & g
BITUMINOUS BASE COURSE FOR PROPOSED TAXIWAY C—1. NEXT LIFT OF PROPOSED BITUMINOUS SURFACE COURSE. THE 10075~ W \ﬁﬂm /o 103400 104+00 105+00 106+08 107+00 . - %
PROPOSED BITUMINOUS PAVEMENT SHALL HAVE A TACK COAT OF : : S T A e T T C— 1§ ¢
THE PROPOSED BITUMINOUS SURFACE COURSE WILL BE DESIGNED TO A BITUMINOUS MATERIAL APPLIED IN ACCORDANCE WITH THE ZAN - g =
MARSHALL DESIGN OF MORE THAN 60,000 POUNDS. REQUIREMENTS OF THE SPECIAL PROVISIONS. p ' %
401-4.9 TRANSPORTING, SPREADING, AND FINISHING. 603—1.2 QUANTITY OF MATERIAL. g
DELETE ANY REFERENCE TO STRINGLINE AND SUBSTIUTE THE FOLLOWING: &
AS PER TABLE 1 LOCATED ON PAGE 66 OF THE SUPPLEMENTAL { &
A STRINGLINE WILL NOT BE REQUIRED ON THE SURFACE LIFT PROVIDING THE SPECIFICATIONS AND RECURRING SPECIAL PROVISIONS, ADOPTED [N
BASE COURSE IS PAVED TO A DESIRED SLOPE AND GRADE. JANUARY 1, 2004 \ by :
[ ~y
WHEN HAND SPREADING IS PERMITTED, THE MIXTURE WILL BE DISTRIBUTED 603~2.1 BITUMINOUS MATERIAL. \ | PROPOSED E e
AND SPREAD USING HAND TOOLS. WHEN THE WORK IS COMPLETED, THE TAXIWAY "C-1" = °
LAYER WILL HAVE THE REQUIRED THICKNESS AND CONFORM TO THE GRADE AS PER TABLE 1 LOCATED ON PAGE 66 OF THE SUPFLEMENTAL 5
AND SURFACE CONTOUR SHOWN ON THE PLANS. SPECIFICATIONS AND RECURRING SPECIAL PROVISIONS, ADOPTED é
JANUARY 1, 2004, &
401-4.12 SHAPING EDGES. ADD THE FOLLOWING TO THIS PARAGRAPH: =
603-3.1 WEATHER LIMTATIONS. \
NAL, 3 oMl
R T Sy S —— = 7
- | (=20 =853
ACCOMPLISHED BY THE TRIMMING METHOD OUTLINED ABOVE OR AT THE T ATION D RECURRING SPECIAL PROVISIONS, ADOPTED \ e SIS
CONTRACTOR'S OPTION BY SAWING AFTER THE PAVING HAS BEEN T \ Z b
COMPLETED. MO ADDITONAL COMPENSATION WL BE WADE IF THE SANG 603-3.3 APPLICATION OF BITUMINOUS MATERIAL. \ ER
3 el o
AS PER TABLE 1 LOCATED ON PAGE 66 OF THE SUPPLEMENTAL \ 2 '? W & 533
SPECIFICATIONS AND RECURRING SPECIAL PROVISIONS, ADOPTED X% ol o
JANUARY 1, 2004, \ |
oy
[eg P-4 1 ¥
TACK * g SIElz
201=BITUMINOUS BASE COURSE NOTES ;{!éa:PROPOSED BITUMINOUS TACK COAT WILL BE PAID FOR UNDER E o d % gg
THE BITUMINOUS BASE COURSE (201) SHALL BE PLACED IN ACCORDANCE ARG03510 BITUMINOUS TACK COAT ____ 613 GAL. :
WITH (TEM AR201001 “BITUMINOUS BASE COURSE-METHOD I” AS STATED ON
PAGE 185 OF THE SUPPLEMENTAL SPECIFICATIONS AND RECURRING SPECIAL = Z
PROVISIONS, ADOPTED JULY 1, 2004, 5(%}& O
- % ¢
THIS ITEM OF WORK SHALL CONSIST OF CONSTRUCTING THO LIFTS OF A RUNWAY 2/20 STA. 102425 = .
BITUMINOUS BASE COURSE (2-3" DEPTH EACH) ON THE CRUSHED 602~BITUMINOUS PRIME - COAT NOTES: TAXIWAY "C-17 STA. 0+00 2z Eggé
"C-1" 4400 105+00 106400 107400 305
AGGREGATE BASE COURSE FOR THE PROPOSED TAXIWAY "C-1", HE BTUNNOUS FRVE GOAT (602) SHALL BE PLAGED I o 103+00 toss o + o o < ngé
TUMINOUS BASE COU ACCORDANCE WITH ITEM ARG02 "BITUMINOUS PRIME COAT” AS oI ogess
ﬁﬁsﬁi‘t’f"&%‘kﬁ‘ OF NORE THAN 50 o%soE pwo‘b%m%? DESIGNED 70 A STATED ON PAGE 58 OF THE SUPPLEMENTAL SPECIFICATIONS AND RUNWAY 2/20 i:sy
’ RECURRING SPECIAL PROVISIONS, ADOPTED JULY 1, 2004, £g2%
201-4.9 TRANSPORTING, SPREADING, AND FINISHING. \ gug
. THE PROPOSED BITUMINOUS PRIME COAT SHALL BE PLACED ON £ &
DELETE ANY REFERENCE TO STRINGUINE AND SUBSTITUTE THE FOLLOWING: THE PROPOSED AGGREGATE BASE COURSE PRIOR TO THE 209-CRUSHED_AGGREGATE. BASE COURSE NOTES: £
THE CONTRACTOR WILL BE ALLOWED TO USE THE AUTOMATIC GRADE PLACEMENT OF THE FIRST LIFT OF PROPOSED BITUMINOUS BASE THE CRUSHED AGGREGATE BASE COURSE (209) SHALL BE PLACED IN ACCORDANCE WITH ITEM 209 "CRUSHED AGGREGATE BASE COURSE" AS STATED ON PAGE 45 OF THE
COURSE. THE PROPOSED AGGREGATE BASE COURSE SHALL HAVE
CONTROL SYSTEM OF THE vav%r& Jg&g‘gsgNogLEﬂg%EP%%J% mﬁﬁ - ®|TT¢R]¥§E CQQTU%FE fgﬁg"&% t"‘é%%éh 52%%& AoCoRoGE SUPPLEMENTAL SPECIFICATIONS AND RECURRING SPECIAL PROVISIONS, ADOPTED JULY 1, 2004. m
LTEENQ\EE&SECSLE%E goyggobﬂ“ I%YEF:’E*?EA SC‘,'}?E'UEQrU%JHTE{E‘RSﬁ%%GSUS BASE o - THE BASE COURSE MATERIAL (CA-6) WILL BE USED TO CONSTRUCT A BASE COURSE FOR THE PROPOSED TAXIWAY "C—1", THE BASE COURSE WILL BE 6" IN DEPTH AND §
COURSE RELATIVELY CONSISTENT IN DEPTH. THE PROPOSED BITUMINOUS PRIME COAT WILL BE PAID FOR COMPACTED TO NOT LESS THAN 95 PERCENT DENSITY. 6o =z
UNDER ITEM: . h 5
WHEN HAND SPREADING 1S PERMITTED, THE MIXTURE WILL BE DISTRIBUTED ARE02510 BITUMINOUS PRIME COAT ___ 725 GAL THE PROPOSED AGGREGATE FOR THE BASE COURSE MATERIAL SHALL MEET THE REQUIREMENTS OF GRADATION "B” IN TABLE 1 OF THE SUPPLEMENTAL SPECIFICATIONS. Wz @ :
AND SPREAD USING HAND TOOLS. WHEN THE WORK IS COMPLETED, THE 209-3.2 EQUIPMENT ' Qz
LAYER WILL HAVE THE REQUIRED THICKNESS AND CONFORM TO THE GRADE ADD THE. FOLLOWING PARAGRAPHS TO THIS. SECTION: % E g & ;
AND SURFACE. CONTOUR SHOWN ON THE PLANS. "PROVISIONS SHALL BE MADE BY THE CONTRACTOR FOR FURNISHING WATER AT THE PLANT AND AT THE STE OF THE WORK BY EQUIPMENT OF AMPLE CAPACITY AND OF SUCH <z g9
201412 SHAPING EDGES. ADD THE FOLLOWING TO THIS PARAGRAPH: DESIG AS TO ASSURE UNIFORM MDGNG AND APPLICATIONS.” , gz *5
ALL PAVEMENT EDGES (LONGITUDINAL, RADUS, AND PAVEMENT ENDS) MUST THE CONTRACTOR WILL PROVIDE THE RESIDENT ENGINEER A PROCTOR CURVE SHOWING OPTIMUM DENSITY AND MOISTURE FOR THE SUPPLIED BASE COURSE MATERIAL % o
BE LEFT IN PROPER ALIGNMENT AS SHOWN ON THE PLANS. THIS MAY BE \ _
“8‘,’.‘%&‘:&}?&%’ ggﬂ 3,‘5 B’f"é;‘v','.‘ﬁc“&%”’ TE‘;’?E&EGAZ%E B?ENAT il THE COMPACTION CONTROL TEST TO BE USED SHALL BE FAA COMPACTION CONTROL TEST T-611 FOR AIRCRAFT WEIGHING MORE THAN 60,000 LBS. L
C ! . - | .
COMPLETED. NO ADDITIONAL COMPENSATION WILL BE MADE IF THE SAWING 203-41 DELETE THE FIFTH SENTENCE AND REPLACE IT WiTH THE FOLLOWING: 0 25 50 100 1 6
- METHOD 1S USED. : ' "F AT THE TIME THE ACGREGATES ARE WEIGHED THEY CONTAIN MORE THAN SIX (6) PERCENT OF ABSORBED AND FREE MOISTURE BY WEIGHT, A DEDUCTION FOR THE MOISTURE  [ppupegeesemmemmmmcy

Y : _ IN EXCESS OF THIS AMOUNT SHALL BE MADE IN DETERMINING THE PAY QUANTITY.” SCALE: 1"= 50° A 16 of 224 sheets J




